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SOLICITATION, OFFER AND AWARD

Under DPAS (15 CFR 700) DOA4
2. Contract No. 3. Solicitation No. 4. Type of Solicitation 5. Date | ssued 6. Requisition/Purchase No.
DAAEO7- 03- R- N321 Negot i at ed (RFP) 2003SEP25 SEE SCHEDULE
7. |ssued By Code VE6HzY | 8. Address Offer To (If Other Than Item 7)

TACOM WARREN BLDG 231
AVMSTA- AQ- AHPC
WARREN, M CHI GAN 48397- 5000

HTTP: / / CONTRACTI NG. TACOM ARMY. M L

SOLICITATION NOTE: In sealed bid solicitations ‘offer’ and ‘offeror’ mean ‘bid’ and ‘bidder’.

9. Sealed offersin original and __1 si gned copiesfor furnishing the suppliesor servicesin the Schedule will bereceived at the

place specified in item 8, or if handcarried, in the depository located in until
01: 00pm (hour) local time __2003NOv14 (Date).

Caution - Late Submissions, Modifications, and Withdrawals: See Section L, Provision No. 52.214-7 or 52.215-1. All offersare subject to all termsand

conditions contained in this solicitation.

10. For Information } Name W LLI AM HENDERSON Telephone No. (Include Area Code) (NO Collect Calls)
Call: E-mail address. HENDERSW@rACOM ARMY. M L (586) 574- 7313
11. Table Of Contents
(X) | Section | Description [ Page(s) | (X) | Section | Description | Page(s
Part | - The Schedule Part |l - Contract Clauses

X A Solicitation/Contract Form 1 X ] I [Contract Clauses [ 13
X B Suppliesor Services and Prices/Costs 2 Part |11 - List Of Documents, Exhibits, And Other Attachments
X c Descr iption/Specs./Wor k Statement 4 | J [List of Attachments
X D Packaging and Marking 7 Part |V - Representations And I nstructions
X E I nspection and Acceptance 8 K Representations, Certifications, and
X F Deliveries or Performance 11 Other Statements of Offerors

G Contract Administration Data X L Instrs., Conds., and Noticesto Offerors 15
X H Special Contract Reguirements 12 M Evaluation Factorsfor Award

OFFER (Must befully completed by offeror)

NOTE: Item 12 does not apply if the solicitation includes the provisions at 52.214-16, Minimum Bid Acceptance Period.

12. In compliance with the above, the under signed agrees, if this offer isaccepted within calendar days (60 calendar day s unlessadifferent period is
inserted by the offeror) from the date for receipt of offers specified above, to furnish any or all items upon which prices are offered at the price set opposite
each item, delivered at the designated point(s), within the time specified in the schedule.

13. Discount For Prompt Payment }
(See Section |, Clause No. 52.232-8)

14. Acknowledgment of Amendments (The offeror acknowledges Amendment Number Date Amendment Number Date
receipt of amendmentsto the Solicitation for offerorsand related
documents number ed and dated:

15A. Contractor/Offeror/Quoter Code Facility 16. Name and Title of Person Authorized to Sign Offer (Typeor Print)
15B. Telephone Number (Include 15C. Check if Remittance Addressis 17. Signature 18. Offer Date
Area Code) [l Different From BIk 15A-
Furnish Such Address|n Offer

AWARD (To be completed by Gover nment)

19. Accepted As To Items Numbered 20. Amount 21. Accounting And Appropriation
22. Authority For Using Other Than Full And Open Competition: 23. Submit Invoices To Address Shown In Item
[]10U.SC.2304(c)( ) []41uU.s.C. 253(c)( ) (4 copies unless otherwise specified) }

24, Administered By (If other than Item 7) Code 25. Payment Will Be Made By Code | |

SCD PAS ADP PT

26. Name of Contracting Officer (Typeor Print) 27. United States Of America 28. Award Date

/ SI GNED/
(Signature of Contracting Officer)

IMPORTANT - Award will be made on this Form, or on Standard Form 26, or by other authorized official written notice.

NSN 7540-01-152-8064 33-132 Standard Form 33 (Rev. 4-85)
PREVIOUSEDITIONSNOT USABLE Prescribed By GSA-FAR (48 CFR) 53.214(c)
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ITEM NO SUPPLIES/SERVICES QUANTITY |UNIT| UNIT PRICE AMOUNT
SECTION B - SUPPLI ES OR SERVI CES AND PRI CES/ COSTS

0001 NSN: 5120- 01- 496- 3694
FSCM 19207
PART NR 12474852
SECURI TY CLASS: Uncl assified

0001AA PRODUCTI ON_ QUANTI TY 800 EA |$ $

NOUN: LI FTER, WHEEL
PRON: EH387000EH
AVMS CD: 070011

PRON AMD: 02

Description/ Specs. /Wrk Statenent
TOP DRAW NG NR: 12474852
REVISION: E

DATE: 21- AUG 2003

Packagi ng and Marki ng

I nspection _and_Accept ance
I NSPECTION: Origin ACCEPTANCE:

Deliveries or Performance

Oigin

DOC SUPPL
REL_CD M LSTRI P ADDR SIGCD MARK FOR TP CD
001 Wh6HZV32111948 We5GlLU J 2
DEL_REL CD QUANTI TY DAYS_AFTER AWARD
001 100 0150
002 300 0180

FOB PO NT: Destination

SH P TO PARCEL POST ADDRESS
(V25GLU)

BUI LDI NG M SSI ON DOOR 1

XU TRANSPORTATI ON OFFI CER
DDSP NEW CUMBERLAND FACI LI TY

13 134

NEW CUVMBERLAND PA 17070-5001
DOC SUPPL
REL _CD M LSTRI P ADDR SIGCD MARK FOR TP CD
002 Wh6HZV32111949 W62&XT J 2
DEL_REL CD QUANTI TY DAYS_AFTER AWARD
001 100 0150
002 300 0180

FOB PO NT: Destination

SH P TO PARCEL POST_ ADDRESS
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(VB2G2T)

XU DEF DI ST DEPOT SAN JOAQUI N
TRANSPORTATI ON OFFI CER

PO BOX 960001

STOCKTON CA 95296- 0130
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SECTI ON C - DESCRI PTI OV SPECI FI CATI ONS/ WORK STATEMENT

Regul atory Cite Title Dat e
C1 52.211-4015 CONFI GURATI ON CONTROL - ENG NEERI NG CHANGES JUL/ 2002
(TACOV

(a) DEFI NI TI ONS:

(1) Engineering Change Proposal (ECP). An ECP is a suggestion that we (the Governnment) pernanently change sone requirenent
of the Technical Data Package (TDP). ECPs can be issued before or during contract performance. NOTE: The current Governnent Standard
allows us ninety days to process routine ECPs. |If you (the contractor) need a response in |less than ninety days to neet contract
requi renents, you shoul d consider subnmitting a deviation along with your ECP.

(2) Request for Deviation (RFD). A RFD is a one-tinme request to deviate from TDP requirenments. You nmust submt your
devi ation request once you realize that you desire to deviate fromthe TDP requirenments. You can request a deviation for a specific
nunber of parts or the entire contract quantity.

(3) Val ue Engineering Change Proposal (VECP). A proposal that --

(i) Requires a change to the instant contract; and

(ii) Results in reducing the overall projected cost to the agency without inpairing essential functions or
characteristics; provided, that it does not involve a change --

(A In deliverable end itemquantities only;

(B) In research and devel opment (R&D) end itenms or R& test quantities that is due solely to results
of previous testing under this contract; or

(C© To the contract type only.
(4) Notice of Revision (NOR). A NOR describes the proposed changes to a technical docunment being requested by an ECP.

(b) When will TACOM start processing change requests? TACOMwon't start processing any ECP, VECP, or RFD until we receive the
ACO s comments (see paragraph (e) below) and the ECP, VECP, or RFD docunentati on.

(c) Contractor Responsibility. ECPs, VECPs, and RFD shall contain infornmation per the instructions outlined on the Data Delivery
Descriptions (DDDs) which can be found at the following website: http://contracting.tacomarny.nl/engr/engrchange.htm Forns for
preparing an ECP, VECP, or a RFD can also be found at this website. You nay use other nedia, as long as you give us all the information
outlined in the DDDs.

(1) Identify the two-digit Weapon System Code (WSC) on your submittal. The WSC for this procurenent is
(khatiwk@acomarny.ml).

(2) The Contractor shall submit ECPs/VECPs/RFDs to the Governnent electronically. You nust use one of the follow ng
el ectronic mediums: 100 negabyte Zip*-disk, 3 1/2 inch disk, 650 megabyte CD ROM or E-mail. (E-mail files nmust be sized 3.5 nmb or
less.) ldentify the software application, and version, that you used to create each file submtted.

(3) ECPs/VECPs/ RFDs submitted in paper formare unacceptable and will be returned. You nust use one of the follow ng
el ectronic formats:

(i) Files readable using these Mcrosoft 97 Ofice Products: Wrd, Excel, PowerPoint, or Access. Spreadsheets nust be
sent in a file format that includes all fornulae, macro and format information. Print image is not acceptable.

(ii) Files in Adobe PDF (Portable Document Format).

(iii) Files in HTM. (Hypertext Markup Language). HTM. docunments must not contain active links to live Internet sites or
pages. Al linked information nust be contained w thin your electronic ECPs/VECPs/ RFDs and be accessible offline.

(iv) Oher electronic formats. Before preparing your ECPs, VECPs or RFDs in any other electronic format, please e-nil
the engi neer, copy-furnished to the buyer and ACO to obtain a decision as to the format's acceptability. Failure to e-mail the
engi neer to seek an alternate format's acceptability may result in rejection of your submssion. Al alternate nmethods nust be at no
cost to the Government. NOTE: The above formats nay be submitted in conpressed formusing self-extracting files.

(d) Submittal Procedures for ECPs/VECPs/RFDs.
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Name of Offeror or Contractor:

(1) Send one copy of the ECP, VECP or RFD in electronic format to your ACO
(2) Send one copy of the ECP, VECP or RFD in electronic format to the buyer listed on the solicitation/ contract document.

WARNI NG - Submit conplete, legible, virus free packages per paragraphs 1 and 2 above, or we may return your ECP/VECP/ RFD wi t hout
processing them

(e) ACO Responsibility. Wthin ten working days fromthe day you receive the contractor's request, the ACO nust prepare Comments
on the ECP, VECP, or RFD in electronic format, and forward it as follows:

ECPs, VECPs, and RFDs. Enmil a copy of the contractor's request and ACO comments (DD Form 1998) to the engineer (-2-) and the buyer
identified in block 7 of the solicitation cover sheet (SF 33), block 5 on the Standard Form 26, or block 6 on the DD Form 1155.

(f) Approval of ECPs, VECPs and RFDs.
(1) ECPs should be used to make permanent changes in the Government Technical Data Package (TDP). Contractual relief should
be requested using a Request for Deviation. This is because the Government requires nore tine to anal yze any proposal to permanently
change the specification or TDP. Cost saving inmprovenments to the TDP should be submitted as a VECP, if a VE clause is contained in the

contract.

(2) ECPs. TACOM will review and make a decision within the ninety day tinefrane. Notification of our decision will be made
by the contracting officer or representative.

(3) RFDs. Decision on RFDs will be nade within 30 days fromthe date we receive themfromthe ACO

(g) Processing Emergency and Urgent ECPs. Odinarily, ECPs submitted by the contractor will be deemed routine. |f you submit an
ECP that you consider to be an enmergency or urgent (as defined in paragraph 11 of DDD for ECPs), you nust immediately notify the PCO
TACOM wi || review the criticality of the ECP, and, if we determine that it is urgent or critical, we'll follow the appropriate

processing tine-franes as outlined in paragraph 11 of the DDD for ECPs.

(h) Reminder - Only the PCO can change the Contract. NO OTHER GOVERNMVENT REPRESENTATI VE i s authorized to nmake a conmitnent for,
or bind the Governnent.

(i) RFDs shall contain sufficient pricing data to deternmine if a downward equitable adjustment to the contract is required.

(j) Questions.

(1) Questions about preparation and submttal of change request should be directed to the Governnent Quality Assurance
Representative (QAR).

(2) Questions about the status of change requests you've already submtted, contact the buyer. You can find the buyer's nane,
nunber and e-mail address in block 7 of the solicitation cover sheet (SF 33), block 5 on the Standard Form 26, or block 6 on the DD Form
1155.

[End of d ause]

c2 52.211- 4053 REQUI RED TAI LORI NG LANGUAGE TO ELI M NATE CLASS | OZONE- DEPLETI NG MAR/ 2000
(TACOM SUBSTANCES ( Cl ODS)

(a) The purchase description or Technical Data Package (TDP) for this contract incorporates one or nore specifications or
standards that, in their unnodified form either authorize or require the use of dass | Ozone-Depl eting Substances (CIODS). For
purposes of your performance on this contract, those specifications (which are identified in paragraph (b) of this clause) are nodified
by special tailoring | anguage which appears in the TACOM Acqui sition Center's web-site. Directions for reaching our web-site and
locating the required tailoring |anguage appear in paragraph (c) of this clause.

(b) Tailoring language to elininate the authorization or requirement to use Class | Ozone-Depl eting Substances (ClODS) is hereby
incorporated into this contract by reference. Packaging Specifications ML-L-61002 and M L-STD- 129, where they apply, are affected by

this tailoring |anguage. GO her specifications and standards affected are: M L-C 53072.

(c) The CIODS listing that contains the required tailoring |anguage is on the TACOM Acquisition Center web-site, which you can
reach by using this URL: http://contracting.tacomarny.ml/ciods.htni

[End of O ause]
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SECTION D - PACKAG NG AND MARKI NG
Regul atory Cte Title Dat e
D1 52. 247- 4016 HEAT TREATMENT AND NMARKI NG OF WOOD PACKAGH NG MATERI ALS JUL/ 2002

(TACOM

ALL NON- MANUFACTURED WOOD USED | N PACKAG NG SHALL BE HEAT TREATED TO A CORE TEMPERATURE OF 56 DEGREES CELSIUS FOR A M Nl MUM CF 30
M NUTES. THE BOX/ PALLET MANUFACTURER AND THE MANUFACTURER OF WOOD USED AS | NNER PACKAG NG SHALL BE AFFI LI ATED W TH AN | NSPECTI ON AGENCY
ACCREDI TED BY THE BOARD OF REVI EW OF THE AMERI CAN LUMBER STANDARD COWM TTEE. THE BOX/ PALLET MANUFACTURER AND THE MANUFACTURER OF WOCD
USED AS | NNER PACKAG NG SHALL ENSURE TRACEBI LI TY TO THE ORI G NAL SOURCE OF HEAT TREATMENT. EACH BOX/ PALLET SHALL BE MARKED TO SHOW THE
CONFORVANCE TO THE | NTERNATI ONAL PLANT PROTECTI ON CONVENTI ON STANDARD. BOXES/ PALLETS AND ANY WOOD USED AS | NNER PACKAG NG MADE OF NON-
MANUFACTURED WOOD SHALL BE HEAT TREATED. THE QUALI TY MARK SHALL BE PLACED ON BOTH ENDS OF THE OUTER PACKAGQ NG, BETWEEN THE END CLEATS OR
END BATTENS; ON TWO SI DES OF THE PALLET.

[End of O ause]
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SECTION E - | NSPECTI ON AND ACCEPTANCE
Regul atory Cte Title Dat e
E-1 52. 242- 4008 ROUTI NG OF SPECI AL PROCESS APPROVALS AUG 1994

(TACOM

(a) Specification TT-C-490 which is part of the technical data package for this contract, may require you to get approval fromus
prior to production for one or nore special processes involved in producing this item You are required to get prior approval unless
the specification says otherw se.

(b) You will prepare the witten procedures as the specification requires. You will then route the procedure through the
Administrative Contracting Officer (ACO for review and comrent. Once you get the procedure back fromthe ACO you will then forward it
to the Procuring Contracting Officer (PCO at TACOM for final approval. The correct address for the PCOis on the face page of this
contract.

(c) You will cite (i) the contract nunmber and (ii) the governing specification or standard on all procedures you submt for
approval .

[End of O ause]

E-2 52.211- 4016 CARC PAI NT- PRETREATMENT REQUI REMENTS FCR FERROUS AND GALVANI ZED SEP/ 2002
(TACOM SURFACES

(a) Ferrous and gal vani zed surfaces shall be cleaned and pretreated with a Type 1, microcrystalline, zinc phosphate system per TT-
C-490. Alternate pretreatnent systens for ferrous substances nust neet the performance tests specified in paragraphs 3.5.7, 3.5.8,
4.2.7, and 4.2.8 of TT-C-490. Corrosion resistance tests will be conducted on a nonthly basis (two test coupons) after the process has
been found to be in statistical control. Process control tests for alternative systems nmust ensure that the process remains in control
and nmust be docurmented and approved by TACOM Testing nust be performed on the same substrate and the sane thickness of primer mnus
topcoat used in production. Unless otherw se specified, ML-P-53022 and -53030 priners shall be salt spray tested for 336 hours. Al
el ectrocoat prinmers shall be tested for 1000 hours. Test coupons shall be scrapped with a one inch (approximte) netal blade such as a
putty knife between 24 and 168 hours after renopval fromthe neutral salt spray cabinet for coupon evaluation. Any inorganic crystalline
pretreatnent is limted to a maxi mum buil d equival ent of 500 ng. per square foot to mnimze chipping of the CARC system Al TT-C 490,
zinc phosphate pretreatnment systenms nust be docunented and approved by the procuring activity prior to use. The procedure contai ning
all the elements specified in paragraph 3.2 of TT-C 490 shall be subnmitted to the procuring activity no | ess than 45 days prior to use.
Qualification will consist of verification that the process with its controls can neet the perfornmance requirenents in the
specification. The performance of alternate systens nust be denonstrated and approved by the procuring activity. |If the TT-C 490 Type
1 system has not been previously approved by TACOM it nust be docunented and submitted for approval as specified in the specification.
Zi nc phosphate systens for gal vani zed substrates require separate qualification. A list of TACOM approved facilities is available at
http://contracting.tacomarny.nml/engr/eng.htm. These facilities are capable of nmeeting the performance requirenments in the
speci fication.

A list of previously qualified zinc phosphate application facilities is available from TACOM Materials Engineering Team (810) 574-
5083. Requalification of the process will be required if the process is changed outside the limts defined in the TAOCCM |l etter of system
acceptance provided to the application facility.

(b) Qualification of pretreatnent systems for gal vani zed substrates shall be perforned using Accel erated Corrosion Test protocol
contained in GM 9540P, Method B, rather than salt spray. Test coupons with primer only shall be cured for seven days, and scribed thru
the primer. After 40 cycle test exposure, the test coupons shall be scraped at a 30 degree contact angle (approximate) with a one inch
(approxi mate) netal blade, such as a putty knife, both parallel and perpendicular to the scribe. There shall be no nore than 3 nm of
rust creep (zinc corrosion products), blistering, or loss of paint adhesion fromthe scribe line and no nore than 5 blisters in the
field with non greater than 1 mm This test shall be performed at two nonth intervals (two test coupons) to ensure that the process is
incontrol. An alternative test for verifying process control is GV 9511P for 10 cycles.

(c) Performance tests for process control are highly dependent on the type, thickness, and VOC | evel of the organic coating
(primer) filmand its adhesion to the substrate. Any change to the solvents used in the priner or changing the brand of primer wll
require retesting of the system The test coupons nust duplicate the production painting process as closely as possible. Priner test
coupons shall represent both the m ninumand maxi num nominal dry filmthickness. Due to the wide variation in zinc thickness with the
hot di p gal vani zing process, the dry filmthickness of the priner will be verified with a Tooke gage or equivalent for the purpose of
production and process control.

(d) The use of vinyl wash priner (DOD-P-15328) is prohibited due to its hexaval ent chrom um content and high VOC | evel .
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[End of d ause]

E-3 52. 211- 4017 ENHANCED CARC REQUI RVENTS FOR HI GH PERFORVANCE SYSTEMS SEP/ 2002
(a) THE FOLLOW NG REQUI REMENTS SUPERSEDE THE PERFORMANCE REQUI REMENTS CONTAINED I N TT-C 490, M L-C 5541 AND M L-C- 53072 RELATIVE TO THE
ADHESI ON AND CORROCSI ON RESI STANCE OF THE CARC SYSTEM

(b) Ferrous and gal vani zed surfaces shall be cleaned and pretreated to provide the follow ng | evel of performance on a repeatable
basis. The cleaning/pretreatnment/control process shall be docunented and submitted to the procuring activity for approval prior to
production. Qualification and process control testing shall be performed on the same substrate used in production. The system under
test shall consist of the pretreatnment and prinmer. There are significant variations in performance due to priner nanufacturer, VOC
content and priner thickness variation. Sufficient testing shall be conducted to achieve a statistical confidence in both the
brand/type of primer used and the dry filmthickness used in production. |If the tolerance of the dry filmthickness exceeds plus or
mnus 1.0 m| then you nmust qualify the extremes of the range separately.

(c) To verify the corrosion resistance, a mininmmof three test panels per test variation no smaller than 4 x 12 inches with the
pretreatnent/prinmer system as noted above shall be subjected to 1000 hr. of neutral salt spray per ASTM B117 (40 cycles of GM 9540P -
scribed is the preferred alternative) for ferrous substrates or 40 cycles of GM 9540P for gal vani zed surfaces. The test panels shall be
cured for a mnimumof 7 days and vertically scribed through the coating systemto the netallic layer. A mninumof 24 hr. after the
conpletion of the neutral salt spray test or within 5 days after conpletion of the GM 9540P test the scribe shall be scraped at a 30
degree (approximate) contact angle with a 38nm (approxi nate) blunt tipped netal blade such as a putty knife parallel and perpendicul ar
to the scribe. There shall be no nore than 3nm maxi num | oss of paint adhesion or corrosion at any point fromthe scribe line. In
addition, there shall be no nore than 5 blisters in the field with none exceeding 1nmm corrosion in the field shall not exceed Rust
Grade 9 of ASTM D610. The mininumpriner dry filmthickness noted on the test panels which pases the corrosion resistance test shall be
the m ni numrequirenment for production painted hardware.

(d) To verify long term CARC adhesion, after conpletion of the corrosion resistance test evaluation each test panel wll be
subj ected to cross hatch tape test (mninumtape adhesion rating of 45 oz. per inch of width). The test pattern shall be 4 x 4 scribe
lines to the nmetallic layer at 2mminterval s(approxi mate) and shall be done no closer than 12 mmfrom any edge or the scribe creep.
Mul tiple head cutters are not recormended. Loss of two or nore conplete prinmer squares shall constitute failure.

(e) The contractor nust denpnstrate the ability to pass both tests for the systemto be considered acceptable. This testing shall
be perfornmed on 5 consecutive days of production. |If all test panels are acceptable, the testing can revert to two test panels every
two nonths of production.

(f) The only systemthat is currently available to achieve this level of performance is a zinc phosphate pretreatnent system per
TT-C-490 with a high quality primer. Al priners used nmust be on the QPL for M L-P-23377, 53022, -53030, or 53084. Not all QPL prinmers
with the exception of electrocoat primers per ML-C 53084 have this |level of corrosion resistance/paint adhesion, however.

New hi gh performance, "Conbat G ade" Powder Coat Prinmers will also neet this perfornmance requirenent. These prinmers can only be applied
by approved applicators. The Specification controlling both the priners and their application are available upon request from AVSTA- TR-
E/ MEPS, (586) 574-5083.

Not e: Hot di pped gal vani zed surfaces are highly prone to chlorine/chloride contam nation fromthe gal vani zing flux process. This
contam nant nmust be renoved for the coating systemto pass these performance tests.

(g) For alum num substrates the required pretreatnment systemis a chromate conversion per ML-C-5541. |If alternative pretreatnent
systenms wish to be considered, they nust denonstrate their ability to pass when coated with the nominal production priner (scribed) 120
cycles of GM 9540P. After conpletion of the test, the panels shall be scraped as noted above and shall have no nore than 0.5mm of paint
loss maximumfromthe scribe. |In addition, there shall be no nore than 5 blisters in the field with none larger than 1nm After
conpl etion of the 120 cycle test, the cross hatch scribe test noted above shall be performed. The renoval of one or nore conplete
squares of primer shall constitute failure. The alternate systemnust denobnstrate its ability to provide an acceptable product on 5
consecutive days of production to be considered a suitable alternative. The alternative process nust be docunented and approved by the
procuring activity. Controls nmust be established to assure that the process remains under statistical control. The only alternative
products whi ch have denpnstrated their ability to neet these requirenents for 5000 and 6000 series alum num alloys are Al odine 5200 and
Al odi ne 5700.

(h) Failure to neet the corrosion resistance/ adhesion requirenents shall be cause for rejection of all production units
manuf actured during that production interval.

(i) Final Acceptance of the CARC Finish on Production Hardware:
The dry filmthicknesses of the prinmer and topcoat as well as coating adhesion on the fully cured priner/topcoat coating systemare
mandatory requirenments. Variations in the prinmer thickness and curing conditions will dramatically affect recoat wi ndows and coating
performance for some prinmers. Manufacturing processes which are unable to control the dry filmthickness to the requirenments contained
in Table V of ML-C 53072 shall be subjected to the 4 x 4 cross hatch scribe test noted above on two production units per lot with tw
tests per unit. One test shall be conducted on a vertical and one on a horizontal surface (relative to the painting process). There
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shal | be a maxi numrenpval of one conplete square of priner/topcoat or topcoat only. The pol yurethane CARC topcoat requires

approxi mately 24 days to conpletely cure at 68 Degrees F. To accelerate the curing for purposes of product acceptance, the foll ow ng
procedure may be followed: Cure at 190-210 degrees F for three hours (this is tine at tenperature and is, therefore, material thickness
dependent) once the topcoat has reached a dry-to-touch condition. This is to be followed by 7 days at 65 degrees F minimum Adhesion
testing shall be performed only on a conpletely cured CARC finish. Contractors which have performed a thorough design of experinents
nmet hodol ogy to evaluate the inpact of paint systemvariables or have processes which neet Table V requirenents can performthe final
accept ance adhesi on test on representative test coupons.

[End of d ause]

E-4 52. 246- 4028 I NSPECTI ON POINT: ORIG N FEB/ 1994
(TACOW
We will inspect the supplies as described el sewhere in this solicitation/contract before acceptance. Fill-in the | ocation,

contractor's or subcontractor's plant, where origin inspection will occur.

CONTRACTOR' S PLANT:

(Nane)

(Addr ess) (City) (County) (State) (Zip)
SUBCONTRACTOR S PLANT:

(Nane)

(Addr ess) (CGity) (County) (State) (Zip)

[End of d ause]
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Name of Offeror or Contractor:
SECTION | - CONTRACT CLAUSES
Regul atory Cte Title Dat e
-1 52.219- 14 LI M TATI ONS ON SUBCONTRACTI NG DEC/ 1996
1-2 52.209-1 QUALI FI CATI ON REQUI REVENTS FEB/ 1995

(a) Definition: Qualification requirenent, as used in this clause, nmeans a Governnent requirenment for testing or other quality
assurance denonstration that nmust be conpl eted before award.

(b) ©One or nore qualification requirenments apply to the supplies or services covered by this contract. For those
supplies or services requiring qualification, whether the covered product or service is an end itemunder this contract or sinply a
conponent of an end item the product, manufacturer, or source nust have denonstrated that it neets the standards prescribed for
qual ification before award of this contract. The product, manufacturer, or source nust be qualified at the time of award whether or not
the name of the product, manufacturer, or source is actually included on a qualified products list, qualified manufacturers list, or
qualified bidders list. Offerors should contact the agency activity designated below to obtain all requirements that they or their
products or services, or their subcontractors or their products or services, nust satisfy to
becorme qualified and to arrange for an opportunity to denpnstrate their abilities to neet the standards specified for qualification.

(Nane) SEE SUPPORTI NG ACTI VI TY(I ES) LI STED I N THE SPECI FI CATI O\( S)
(Addr ess)

(c) If an offeror, manufacturer, source, product or service covered by a qualification requirement has already nmet the standards
specified, the relevant information noted bel ow shoul d be provided.

O feror's Nanme

Manuf acturer's Nane

Source's Name

It em Nanme

Servi ce

Identification Test Number (to the extent known)

(d) Even though a product or service subject to a qualification requirement is not itself an end itemunder this contract, the
product, manufacturer, or source nust neverthel ess be qualified at the tine of award of this contract. This is necessary whether the
Contractor or a subcontractor will ultimately provide the product or service in question. |f, after award, the Contracting Oficer
di scovers that an applicable qualification requirement was not in fact met at the time of award, the Contracting O ficer may either
termnate this contract for default or allow perfornmance to continue if adequate consideration is offered and the action is deternined
to be otherwise in the Governnent's best interests.

(e) If an offeror, manufacturer, source product or service has nmet the qualification requirement but is not yet on a qualified
products list, qualified manufacturers list, or qualified bidders list, the offeror nust subnit evidence of qualification prior to award
of this contract. Unless determned to be in the Governnment's interest, award of this contract shall not be delayed to permt an
offeror to subnmit evidence of qualification.

(f) Any change in location or ownership of the plant where a previously qualified product or service was manufactured or perfornmed
requires reevaluation of the qualification. Simlarly, any change in |ocation or ownership of a previously qualified manufacturer or
source requires reevaluation of the qualification. The reevaluation nust be acconplished before the date of award.

[End of d ause]

1-3 52.211- 4053 REQUI RED TAI LORI NG LANGUAGE TO ELI M NATE CLASS | OZONE- DEPLETI NG MAR/ 2000
(TACOM SUBSTANCES

(a) The purchase description or Technical Data Package (TDP) for this purchase order incorporates one or nore specifications or
standards that, in their unnodified form either authorize or require the use of Cass | Ozone-Depleting Substances (CICDS). For
purposes of your performance on this purchase order, those specifications (which are identified in paragraph (b) of this clause) are
nodi fied by special tailoring | anguage whi ch appears in the TACOM Acqui sition Center's web-site. Directions for reaching our web-site
and locating the required tailoring | anguage appear in paragraph (c) of this clause.

(b) Tailoring | anguage to elinminate the authorization or requirement to use Class | Ozone-Depl eti ng Substances (ClODS) is hereby
incorporated into this contract by reference. Packaging Specifications ML-L-61002 and M L-STD-129, where they apply, are affected by
this tailoring | anguage. Qher specifications and standards affected are: MOL-C 53072.
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Name of Offeror or Contractor:

(c) The CIODS listing that contains the required tailoring |anguage is on the TACOM Acquisition Center web-site, which you can
reach by using this URL: http://contracting.tacomarmy.nml/ciods.htnl

[End of O ause]

-4 52. 247- 4458 GUARANTEED SHI PPI NG CHARACTERI STI CS-- F. O B. DESTI NATI ON SEP/ 2000
(TACOM
(a) The offeror is required to conplete subparagraph (b)(1), (2), and (3), of this clause, for each part or conponent, including
all of its packaging. This information will be used by the Government to performlogistics managenent functions such as providing item
sustainment, planning (e.g. estimating storage costs), and redistribution. You are not liable if you give us wong information, however
since the DOD uses this data in-house in existing data bases and because this information may be used in contingency planning it, we

request that the information provided be as accurate as possible.

(b) Definitions of ternms commonly used in the packaging and distribution environments are defined in ASTM D996 and shoul d be
consulted if any termused herein is in question.

(1) Unit Package:

(i) Specify the type of UNIT PACKAGE for each single unit of issue: A container in direct contact with and encl osing
the product along with any required protective materials(s)(e.g. itemis wapped in neutral paper, polyethylene foam cushion w apped,
sealed in a waterproof bag, and placed in a fiberboard box).

(ii) Unit Package Exterior Size/Wight of Unit Package with contents:

Lengt h x Wdth x Depth (expressed in inches)/Wight expressed in pounds
(2) Shipping Container:

(i) Exterior Size of SHH PPI NG CONTAI NER AND CONTENTS THEREI N:

Lengt h, x Wdth, x Hei ght, (expressed in feet and inches)
(ii) Nunmber of unit packages per shipping container each
(iii) Goss weight of Shipping container and contents Lbs.

(3) Unitized Loads:

(i) I's the Load palletized, skidded, or sonme other platformdevice used as a base for handling and
transporting as a single entity. Yes [ ] No [ ]; describe:
(ii) Nunber of Shipping containers per pallet/skid each.

(iii) Weight of enpty pallet, skid, platform dolly, other device used as a base for handling and transporting
nmaterials Lbs

(iv) Size of Unit Load(pallet/skid including shipping container(s)assenbled for handling and transportation
as a single entity:

Lengt h, X Wdth, X Hei ght, (expressed in feet and inches)

(v) Gross Weight of Unit Load Lbs;

[End of d ause]
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Name of Offeror or Contractor:

SECTION L - I NSTRUCTI ONS, CONDI TI ONS, AND NOTI CES TO OFFERORS

Regul atory Cite Title Dat e
L-1 52.232-13 NOTI CE OF PROGRESS PAYMENTS APR/ 1984
L-2 52.211- 4036 FORVAT OF THE TECHNI CAL DATA PACKAGE ( TDP) APR/ 2000
(TACOW

(a) The TDP for the contract itemis available only in electronic format via the TACOM Contracti ng Webpage
(contracting.tacomarny.ml). TACOM Warren has discontinued its practice of providing hard copies (i.e. CD ROM of technical
packages (TDPs). You nust obtain a copy of the TDP for this solicitation via the TACOM Contracting Webpage. For those TDPs not avail able
via the webpage, the TDP will be issued free of charge in CD-ROM format. The CD-ROM i ncludes the necessary software to access, view, and
print individual imges that are included in the TDP. The CD-ROM can be read in any personal conputer that includes a CO-ROM drive. |f
conputer with a CD-ROM drive, you can take the CD-ROM di sk to any of various conmmercial conputing

dat a

your conpany does not have a personal
or copying/printing service, to have hard copi es produced.

(b) TDPs available via the TACOM Contracti ng Webpage nmay be purchased in CD ROM format for a fee of $4.60 each. Requests for CD

ROVs and paynent should be mailed to:

USATACOM
AMSTA- CM CDD ( TDP Request s)
Warren, M 48397-5000

Make checks payable to the United States Treasury. Points of Contact for this initiative:
Gerri Mackey and Diane Wods at (586) 574-7061, and Goria MCullough at (586) 574-7064.

[ End of Provision]

L-3 52.211- 4052 SOURCE NOTES ON DRAW NGS: CONFORMANCE TO M LI TARY TECHNI CAL DATA NOV/ 1982
(TACOM REQUI RENENTS

Not wi t hst andi ng the fact that ordnance drawi ngs furnished with this solicitation may list particular manufacturer part nunbers as

approved sources, or as being the same as, or equivalent to, the ordnance part described on the drawing, the itemto be supplied under
this solicitation nmust conformto all specific technical requirenments expressed on such drawing(s). To the extent that there may be any
inconsi stency between a manufacturer's part nunber and specific technical requirenments expressed on an ordnance draw ng which references
the manufacturer's part nunber, the specific technical requirenments shall control and take precedence. Bidders shall bear the
responsibility of verifying that the approved part as supplied will conformw th all such specific technical requirenents.

[End of Provision]
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